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The Crystal hall – Madan was repaired and reconstructed. It acquires a completely new look after 
the completed construction works on the project. 
Crystal Hall "Rhodope Crystal" is one of the biggest attractions of Madan town. In it, you can see 
nearly 600 exhibits of mineral and crystal specimens extracted from the mines in the region. The 
hall is a member of the International Association of Mineralogical Museums and is included in the 
100 national tourist sites. 
The premises in the Crystal Hall have been renovated and refreshed. The existing marble flooring 
has been refreshed by sanding, the walls and ceilings have been partially repaired, primed and 
painted. The wooden surfaces are primed, painted and varnished. A corner for souvenirs has been 
designed, a glass top has been installed. New electrical installations were implemented - lighting 
installation for general lighting in the hall, local lighting of the exhibits and evacuation lighting. The 
exhibits have been arranged and suitable lighting has been selected for each exhibit. Column air 
conditioners have been installed for heating in the exhibition hall, and electric convectors have 
been installed for heating in the caretaker's room and the sanitary unit. 
A canopy over the entrance was installed, the front door was replaced and a new illuminated sign 
was installed. Part of the external plaster over the hall has been repaired. 
An external ramp for people with reduced mobility was built from a monolithic, reinforced concrete 
structure with a slope of 5%. 
 

 

 

 



  
 

 

 


