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Under the project the building of "Museum of mining and ore output" was reconstructed and 

rehabilitated. 

The roof structure has been completely replaced. The new roof structure consists of metal beams, 

wooden beams and rafters. On top of the existing stone walls, a reinforced concrete belt is filled. 

The metal beams are clamped to the reinforced concrete belt. Wooden columns stand on top of 

them, and wooden beams rest on top of the wooden columns. The roof ends with ribs. The roof is 

covered with ceramic tiles. 

A new floor construction was completed, which consists of metal beams, sheet metal and 

reinforced concrete filling. The new reinforced concrete slab covers all the premises. There are 

separate rooms for sanitary unit and souvenir making (workshop). The flooring in the sanitary units 

is made of terracotta tiles, and the walls are lined with faience tiles. In the remaining rooms, a 

wooden floor is laid on the new massive reinforced concrete slab. 

The suspended ceiling is made of plasterboard, putty and latex paint. The walls have been repaired 

with plasterboard, plastered and painted. All window frames have been replaced with new ones. A 

new gate has been installed leading to the upgraded park and underground mining museum. One 

(existing) final evacuation exit is provided from the exhibition hall, and an "anti-panic" type lock is 

installed on the door. The length of the evacuation route does not exceed 20m. Thermal insulation 

has been implemented on the facades. In front of the entrance to the museum, a reinforced 

concrete ramp for people with reduced mobility and lighting has been built. 

The entire electrical installation has been replaced, including electrical panels, Water and Plumbing 

installation. Lighting is with fluorescent lighting fixtures, and additional decorative lighting has been 

installed in the exhibition hall. The heating of the hall and part of the adjacent rooms is solved with 

air conditioners - "split system" for high wall mounting, inverter, heat pump version, and for the 

rest of the rooms with electric convectors. 

In the rooms for the museum curator, the souvenir shop and the sanitary unit - electric convectors. 

Furniture was delivered, including various types of furniture and accessories - visitors' chairs, tables, 

office desks, cabinets, racks, display cases, etc.; 

Office equipment was delivered - computers, multi-functional device, multimedia projector, screen, 

coffee machine, water dispenser, etc.; 

Info kiosks and mobile interactive tables were supplied for external use. 

 



  
 

 

 

 

 



  
 

 

 

 

 

 

 

 

 

 

 

 

 



  
 

Also it was supplied the necessary office equipment for the operation of the "Museum of mining 

and ore output" as well as the necessary additional equipment for the visitors of the "Museum of 

mining and ore output". 

 

 

 

 

 



  
 

 

 

 

 


